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750 N. Greenfield Pkwy, Garner, NC 27529

exType II Signal Pedestal

N/A

Type I Pushbutton Post
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OASIS 2070 LOOP & DETECTOR INSTALLATION CHART
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SIGNAL FACE I.D.

All Heads L.E.D.
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"YIELD" Sign  (R1-2) AA

No Right Turn Sign  (R3-1) EE

C CLeft Arrow "ONLY" Sign (R3-5L)

D D"NO TURN ON RED" Sign  (R10-11)

  Oxford Place/Old Winston Road 

               at               

   SR 1009 (North Main Street)  
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No Left Turn Sign  (R3-2) FF

w/ Downward Arrow Plaque (W-16-7P)

 Pedestrian Crossing Sign (W11-2)
BB
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Recall Mode ** SOFT RECALL SOFT RECALL

-

  

** May be changed to Min Recall by Time of Day a discretion of City Traffic Engineer.   

 lower than what is shown.  Min Green for all other phases should not be lower than 4 seconds.

* These values may be field adjusted.  Do not adjust Min Green and Extension times for phases 2 and 6
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SR 1009 (North Main Street)

35 MPH   0% Grade

35 MPH   -1% Grade

Old Winston Road

SR 1009 (North Main Street)

35 MPH   0% Grade
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RAMEY KEMP

Transportation Engineers

www.rameykemp.com

919-872-5115 Tel. 919-878-5416 Fax.

Raleigh, North Carolina 27609

5808 Faringdon Place, Suite 100

ASSOCIATES, INC.
&
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NOTES

(High Point Signal System)

Fully Actuated

5 Phase

    and "Standard Specifications for Roads and Structures" dated

2.  Do not program signal for late night flashing operation unless

    otherwise directed by the Engineer.

    these values.

4.  Set all detector units to presence mode.

12. Maximum times shown in timing chart are for free-run operation

    Design Section.

    Signals Design Manual and submit a Plan of Record to the Signal

5.  In the event of loop replacement, refer to the current ITS and

8.  Omit "WALK" and flashing "DON’T WALK" with no pedestrian calls.

    time only.

9.  Program pedestrian heads to countdown the flashing "DON’T WALK"

    only.  Coordinated signal system timing values shall supersede

1.  Refer to "Roadway Standard Drawings NCDOT" dated January 2012

    January 2012.

3.  Phase 3 and/or phase 7 may be lagged.

6.  Locate new cabinet so as not to obstruct sight distance of

    vehicles turning right on red.

7.  The cabeint should be designed to include an Auxiliary Output

    File for future use.

10. Existing Left Arrow "ONLY" signs (R3-5L) may be removed at the

    direction of the Engineer.
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